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Section 1
Introduction

The purpose of this technical memorandum is to provide an update on the start-
up activities associated with the remediation of the vadose zone at Installation
Restoration Program (IRP) Site 24 - the Volatile Organic Compound (VOC) Source
Area - at the Marine Corps Air Station, El Toro. This technical memorandum
describes start-up and testing activities that were conducted during the period
from late February through late March 1999.

Section 2
Field Activities

Central System Start-up Activities v

Flexible hose was installed to connect vapor extraction wells 24SVE11,
24SVE11A, and 24SVE161 to the Central Soil Vapor Extraction (SVE) Treatment
System (Central System).

Soil Vapor Extraction (SVE) Testing Activities

Soil vapor extraction rebound tests, utilizing portable SVE treatment units, were
conducted at Wells 24SVE14 and 24SVE54 during the February - March 1999
time period. Selected influent TCE vapor concentrations and flow information
are presented in Table 1. Updated TCE levels in the deep vadose zone are
shown on Exhibit 1, and selected influent concentrations from wells 24SVE14
and 24SVEbB4 are presented on Exhibit 2. A photograph of a portable SVE unit
operating at well 24SVE14 is presented as Exhibit 3.

Soil Gas Survey Update
Preliminary analytical data for three soil gas points, received following the
publication of the March 1999 Progress Report, is presented below:

Sample Point Depth of Sample TCE (ug/L) Freon 113 (ug/)
248G136 46.5 ND 876
(adfacent to Building 324) 73 0.0017 0.67

95 ND 116
245G109 50 0.172 11.4
{near Central System) 72 ND ND

92.5 2.2 77
245G120 51.5 0.34 0.11
{near Building 315) 74.5 ND ND

96 1.1 12
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Remediation at Remote Well Locations
Portable SVE units will be utilized to conduct additional tests, as necessary, and
to remediate the vadose zone at remote well locations.

Other Information

The March 1999 progress report incorrectly stated that four piezometers had
been constructed, while Table 1 in the same report identified three new
piezometers (24SVP14S, 24SVP54S, and 24SVP54N). The correct humber of
piezometers that were installed during February and March 1999 is three.

In accordance with the public notice that was published on 16 January 1999 and
the presentation to the public and regulatory agencies at the 27 January 1999
Restoration Advisory Board meeting, remediation at IRP Site 24 commenced on

30 March 1999.

Tentative Schedule for Central System and Other Activities

Tentative

Activity Completion Date
Start-up Activities
Central SVE Treatment System Assembly (Central System) December 1998 (actual)
Publish Public Notice 16 January 1999 (actual)
Public Presentation (Briefing) 27 January 1999 (actual)
First Central System Low Flow Test 28 January 1999 (actual)
LRA Site Visit 19 February 1999 (actual)
Begin Remediation Activities 30 March 1999 (actual)
Rebound Testing at Existing Wells April 1999
Central System Start-up and Testing May 1999
Soil Gas Sampling July 1999
Phase | Well Construction and System Operation September 1999

PRINTED: 15 April 1999 Progress Report, IRP Site 24, MCAS El Toro
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Section 3
References and/or Sources of Information

Bechtel National, Inc. 1995. Final Field Sampling Plan, Phase || Remedial
Investigation/Feasibility Study, Marine Corps Air Station, El Toro, California.

Bechtel National, Inc. 1995. Investigation-Derived Waste Management Plan,
Marine Corps Air Station, El Toro, California.

Bechtel National, Inc. 1995. Site-Specific Health and Safety Plan.
Bechtel National, Inc. 1995. Data Quality Management Plan.

Bechtel National, Inc. 1997. Draft Final Groundwater Remediation Pilot Test
Work Plan, MCAS El Toro.

Bechtel National, Inc. 1997. Draft Soil Vapor Extraction Pilot Test Summary
Report, Site 24 (VOC Source Area), Marine Corps Air Station, El Toro, California.

November.

Bechtel National, Inc. 1997. Technical Memorandum, Final Data Management
Plan, Phase Il Remedial Investigation/Feasibility Study, Marine Corps Air Station,
El Toro, California.

Bechtel National, Inc. 1997. Draft Final Quality Assurance Project Plan,
Groundwater Remediation Pilot Test, MCAS El Toro.

Bechtel National, Inc. 1997. Draft Final Phase |l Remedial Investigation Report,
Operable Unit 2A-Site 24, Marine Corps Air Station, El Toro, California.

Bechtel National, inc. 1998. Preliminary Draft Technical Memorandum Number
1 for the Quality Assurance Project Plan, Groundwater Remediation Pilot Test,

MCAS E! Toro.

Bechtel National, Inc. 1998. Draft CERCLA Groundwater Monitoring Plan.

Bechtel National, inc. 1998. Draft Engineering Design Report, Vadose Zone
Remediation, Site 24, Marine Corps Air Station, El Toro, California. August.
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Bechtel National, Inc. 1998. Draft Final Engineering Design Report, Vadose
Zone Remediation, Site 24, Marine Corps Air Station, El Toro, California.
December.

Bechtel National, Inc. 1998. Preliminary Draft Technical Memorandum No. 1 for
the Quality Assurance Project Plan, Groundwater Remediation Pilot Test, MCAS

El Toro.

Bechtel National, Inc. 1998. Groundwater Remediation Pilot Test Report - Site
24, MCAS El Toro.

Bechtel National, Inc. 1997. Draft Final, Interim Record of Decision, Operable
Unit 2A, Site 24-VOC Source Area, Vadose Zone, Marine Corps Air Station, El
Toro, California. September.

CDM Federal Programs Corporation. 1997. Final Groundwater Monitoring
Report, July 1997 Sampling Round, Groundwater Monitoring Program for Marine
Corps Air Station, El Toro. October. [Navy Contract N68711-96-D-2029,

Delivery Order 5]

Earth Tech. 1998. Work Plan, Soil Vapor Extraction (SVE) System
Demonstration at Marine Corps Air Station (MCAS), El Toro, California. [USAF
Contract Number F11623-94-D-0024, Delivery Order RL 67]

OHM. 1996. Technical Memorandum, Continuation of CLEAN Il Site 24 Soil
Vapor Extraction Pilot Test, Marine Corps Air Station, El Toro, California.
October. [Includes Standard Operating Procedures and Health and Safety Plar:]

OHM. 1998. IRP Site 24, Marine Corps Air Station, El Toro, Preliminary
Laboratory Data Packages for Soil Vapor Extraction Tests.

OHM. 1999. I[RP Site 24, Marine Corps Air Station, El Toro, Preliminary
Laboratory Data Packages for Soil Vapor Extraction Tests at IRP Site 24.
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Southwest Division, Naval Facilities Engineering Command. 1998. Technical
Memorandum, Progress Report, Phase | Vadose Zone Remediation Activities, IRP
Site 24, MCAS El Toro. December.

Southwest Division, Naval Facilities Engineering Command. 1999. Technical
Memorandum, Progress Report, Phase | Vadose Zone Remediation Activities, IRP
Site 24, MCAS El Toro. January.

Southwest Division, Naval Facilities Engineering Command. 1999. Technical
Memorandum, Progress Report, Phase | Vadose Zone Remediation Activities, IRP

Site 24, MCAS El Toro. February.

Southwest Division, Naval Facilities Engineering Command. 1999. Technical
Memorandum, Progress Report, Phase | Vadose Zone Remediation Activities, IRP

Site 24, MCAS El Toro. March.

United States Marine Corps Air Station, El Toro. 1998. Correspondence: Letter
dated 2 December 1998 to BRAC Cleanup Team Members pertaining to Central
SVE System Start-Up, Testing, and Evaluation Activities.

United States Marine Corps Air Station, El Toro, California. 1997. Draft Final
Record of Decision, Operable Units 2A and 3A, No Action Sites, Marine Corps
Air Station, El Toro, California. September.
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Table 1. History and Status of Soil Vapor Extraction (SVE) Testing Operations at IRP Site 24, MCAS El Toro
(Updated 31 March 1999)

Table 1 Page 1 of 6

Vapor Screened Approximate Date(s) of SVE Operations TCE Vapor Influent| Date(s) of [Comments Average Flows TCE Soil Gas
Extraction Interval Concentrations | TCE Vapor (from various Removal Estimates
Well ID (Feet BGS) (ug/L) unless Analyses tests or from the
otherwise noted EDR)
Note: Soil le via 24CPT31 at 105 feet had 6,120 ug/L
24SVEd 9110109 ofoTeCE ol: ngasA?g[::t 1‘;'95. Well 24SVE1 was constructed ig Travel time: 1.4 225 cfm at 42" 1.1 pound (1996)
1995. : 1.
A days per pore
19 days (10 Jun - 8 Jul 1996) (1996) 435 pounds (through
1 day or 4 hours {23 Oct 96) 910 23 Oct 96 Avolume 1(EDR)' 1997() 9
84 days or 1,981.5 hours (18 Dec 96 - 12 Mar 97) 120 12May 97 | B0 r;r‘:‘g“l’;z Calculations in
11 gay or 4 hours (14 Mar 971 73 SJun98 | gyring tests (as of progress for 1998 tests
ay or 4 hours {12 May 97) 89 9 Oct 98 November 1998
5 days approximately (1 - 5 Jun 98) 37 5 Nov 98 mber ).
54 days (7 Oct - 30 Nov 98) 87 ov
TOTAL: 164 days approximately . 30 Nov 98
) Note: Soil le via 24CPT27 at 92 feet had 615 ug/L of : ,. -
24SVE2 8010 105 TCE on 1 g::t:?nn;zfe1‘g;5. Woll 24SVE2 was constructed in 160 11 Nov 96 | 100 IWG appiied 131 at 100 0.31 pound (1996)
il 230 7 Jan 99 at 24SVE2 (1996)
1 day or 4 hours (11 Nov 96) 240 (230 duplicate) | 8Jan99 | resutedings
4 days (7 - 11 Jan 99) 320 11 Jan 99 (396 feet away)
during 1996 pilot
test
Note: Soil le via 24CPT27 at 69 feet had 390 ug/L of 5
24SVE2A 401070 TgEeon slsi;ste?:gle‘:i;:& Well 24;VE2Aewas constructed in 15570 :? TOV 96 44 cfm at 80 0.08 pound (1996)
1995. an 99 (1996)
1 day or 4 hours (13 Nov 96} 75 13 Jan 99
R 2 days {11 ~ 13 Jan 99)
245VP2 27.25-27.75 {Note: Piezometer was constructed in 1995. Preliminary testing 32 7 Jan 99 Not measured
Piezometer (approximately) . completed January 1999.
Note: Soil ple via 24CPT81 at 90 feet had 1,007 ug/L of o e
24SVE3 8010 105 TgE on ;;) ?‘Jaosv:fn"l;er 1‘395. Well 24SVE3 was constructed in 1918%0 g1Nj)V‘ g? 22 cfm at 100 0.36 pound (1996)
TCE o u (1996) 59 pounds (through
1 day or 4 hours (4 Nov 96) 160 24 Sep 97 1997)
65 days or 1,536 hours (21 July - 24 September 1997) i 140 (139 duplicate) | 23 Dec 98
6 days (22 - 28 Dec 98) 110 28 Dec 98
TOTAL: 72 days approximately
Sl S e T ; e
24SVE3A 451060 ol:ezs l\?r;vg?nsbsearr:g&wv:eu 24SVE3: was i?msuuctel-:!gin f:995. 0.39 (1 ;3(!0 i 5 Nov 96 27 cfm at 120 0.04 pound (1 996)
1 day or 4 hours (5 Nov 96) -39 (1.2 duplicate) - 28 Dec 98 (1996)
7 days (28 Dec 98 - 4 Jan 99) 75 4 Jan 99
__TOTAL: 7 days approximately
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Table 1. (continued)

Vapor Screened Approximate Date(s) of SVE Operations TCE Vapor Influent| Date(s) of |Comments Average Flows TCE Soil Gas
Extraction | Interval Concentrations | TCE Vapor (from various | Removal Estimates
Well ID (Feet BGS) (ug/L) unless Analyses tests or from the
otherwise noted EDR)
Note: Soil gas le via 24CPT37 at 96 feet had 47 ug/L of f 0
24SVE4 85to 105 Note: So gep;am":; O ven oy oy 7 val of 268: 14 Nov 96 GW in well >131 at 55 0.55 pound (1996)
1995. ) 7 Jan 99 (1996)
1 day or 4 hours (14 Nov 96) 34 (86 duplicate) | 8 Jan 99
3 days (7 Jan - 13 Jan (water in well caused system 28 11 Jan 99
shut-down during test (9-11 Jan 99)) 0.026 13 Jan 99
TOTAL: 3 days approximately
Note: Soil gas sample via 24CPT13 at 98 feet had 2,310 ug/L of TCE -
24SVES 681088 oon 14 'September 1995. Well 24SVES was constructed in 1995. 22200 ;2 :‘IIOV 96 27 cim at 110 0.09 pound (1996)
1 day or 4 hours (18 Nov 96) e ar 98 (1996) Calculations in
20 days {10 Mar-30 Mar 98) : 30 Mar 98 progress for 1998 tests
TOTAL: 21 days approximately 0.014 27 Jan 99
4SV . 5 | Note: Soil gas sample via 24CPT13 at 54 feet had 785 ug/L of TCE 3 -
24SVESA | 41.51056.5 | T September 1995. Well 24SVESA was constructed in 1995. 067% 33 Slov gg 65 cfm at 100 0.35 pound (1996)
- 1 day or 4 hours (20 Nov 96) ) an (1996)
A Note: Soil mple via 24CPT61 at 106 feet had 1,780 ug/L ,,
24SVE6 89101095 oof ;CE (:n 92898 :?:gus: ;"9395. Well 24SVEG was constructed in 464: 8 Nov 96 >131 at 30 0.86 pound (1996)
Rl . 28 Dec 98 (1896)
1 day or 4 hours (8 Nov 96) 24 29 Dec 98
6 days (28 Dec 98- 4 Jan 99) 23 (21 duplicate) 4 Jan 99
. ) TOTAL: 7 days approximately
245VP6 50 to 50.5 |Note: Piezometer was constructed in 1995. Preliminary testing 0.14 11 Jan 99 N
Piezometer (approximately) completed January 1399. ot measured
24SVPSA 67 to 67.5 |{Note: Piezometer was constructed in 1995. Preliminary testing 0.17 11 Jan 99 N
_Piezometer (approximately) completed January 1999. ot measured
110 {Note: Soit gas sample via 24CPT69 at 110 feet had 2,630 ug/L f £
24SVE7 80to ofO‘I?CE o(: 31 August 1‘395‘ Well 24SVE7 was constructed in 15440 31 Oct 96 GW in well 180 cfm at 135
1995. . 13 Jan 99 (1996) 0.15 pound (1996)
1 day or 4 hours (31 Oct 96) 170 (130 dupllcate) 14 Jan 99 ~ 5 cfm at 120"
2 days (13 - 15 January 1999) 180 15 Jan 99 (Jan 99)
Note: Soil ga ple via 24CPT89 at 54 feet had 741 ug/L of . *
24SVETA 63to74 TOCE on '31 :usgi"s‘t 19‘35. Well 24SiIE7A was constructed in 10 28 cfmat 110 0.01 pound (1996)
1995. 1 Nov 96 (1996)
1 day or 4 hours (1 Nov 96) 16 18 Jan 99
e b e b e ... 3,08y (16 ~ 18 January 1999) .
24SVP7 54.5to b5 Note: Piezometer was constructed in 1995, Preliminary testing 6.4 11 Jan 99 T N
Piezometer (approximately) § c.omplgted January 1999. ot measured

Table 1 Page 2 of 6
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Vapor Screened Approximate Date(s) of SVE Operations TCE Vapor Influent| Date(s) of |Comments Average Flows TCE Soil Gas
Extraction Interval Concentrations | TCE Vapor (from various Removal Estimates
Well ID (Feet BGS) (ug/L) unless Analyses tests or from the
otherwise noted EDR)
Note: Soil le via 24CPT58 at 96 feet had 1,270 ug/L of "
24SVES 83t0 113 ‘?CGE on°I1 Sgasse:xa;npbfarv;aSSS. Well 24SVESB was constructed in 100 25 Oct 96 30 C(f;ng;é; 05 0.04 pound (1 996)
1995.
1 day or 4 hours {25 Oct 96) 17 ] 4 Jan 99
2 days (4 - 6 Jan 99) 18 (19 duplicate) 6 Jan 99
Note: Soil le via 24CPT58 at 53 feet had 190 ug/L of 4 i e
24SVESBA 50to78 TCOann 1‘:‘; Sg::t:;\rzsre;g;s. Well 24SVESBA was constructed in 455 33 ?ac; gg 70 C(f:ngg;)‘l 00 0.05 pound (1996)
1995. -
1 day or 4 hours (24 Oct 96) 12 (12 duplicate) | 20 Jan 99
2 days approximately (19 - 21 Jan 99) 18 (2.9 duplicate) : 22 Jan 99
24SVP8 30.5to0 31 Note: Piezometer was constructed in 1995. Preliminary testing 1.5 19 Jan 99 Not measured -
Piezometer (approximately) was completed in January 1999.
Note: Soil ample via 24CPT17 at 105 feet had 1,060 ug/L 550 Travel time: 0.77 5
24SVE9 81to 111 ofo TeCE o(: g:i\igu:t 1‘395. Well 24SVES was constructed in 170 2116':113:I9976 r:;/:s [I)n;repore 60 ((::rg gast)95 19 pour;g;;;hrOUQh
1995.
1 day or 4 hours {21 Nov 96) 58 12 Jun 98 X::;g(e g%op?.e Calculations in
62 days or 1,450.8 hours (15 May -16 Jul 97) 41 27 Jan 99 volumeS removed progress for 1998 tests
4 days (8 - 12 Jun 98) during tests
TOTAL: 67 days ’
] Note: Soil gas sample via 24CPT17 at 82 feet had 439 ug/L of 36 2 "
24SVE9A | 351085 | o 31 August 1995Well 24SVESA was constructed in 1995. 0.04 2% ’j:: gg 20 cfm at 100 0.01 pound (1996)
1 day or 4 hours (22 Nov 96) ) (1996)
245VP9 35.5t0 36 Note: Piezometer was constructed in 1995. Evaluation of Not measured Not measured
Piezometer (approximately) condition of piezometer is in progress.
24SVE10 7910109 | Note: :v;u z4sv§1: was ::;)rsls;ucteg Gir)» 1995. Travel time: 2.17 | 250 cfm at 55” 5.24 pounds (1996)
ay or 4 hours ov 1400 1 days per pore
44 days or 1,005.9 hours (24 Mar - 7 May 97) 230 75'\;‘:;9976 volume (EDR). (1996) 308 pounds (through
26 days (25 Sep 97 - 20 Oct 97) 140 20cto7 | Aperox. 31 pore May 1997)
1 day (10-11 December 1998) volumes removed Calculations in
26 . 10 Dec 98 during tests. progress for late 1997
TOTAL: 72 days approximately 30 (33 duplicate) 11 Dec 98 GW at 104’ and 1998 tests
325 27 Jan 99 [GW in well
(Dec 98)]
548VP10 | 55.5t0 56 "I "Note: Piezometer was constructed in 1995. Evatuation of Not measured ‘ Not measured
Piezometer (approximately) condition of piezometer is in progress.
24SVP10A" 38 t0 385 Piezometer was constructed in 1995, Prefiminary testing | 0.15 10 Dec 98 Not measured "1~
Piezometer (approximately) was completed in December 1998.
Table 1 Page 3 of 6
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Table 1. (continued)

Table 1 Page 4 of 6

Vapor Screened Approximate Date(s) of SVE Operations TCE Vapor Influent| Date(s) of {Comments Average Flows TCE Soil Gas
Extraction interval Concentrations | TCE Vapor (from various Removal Estimates
Well ID (Feet BGS) (ug/L) unless Analyses tests or from the
otherwise noted EDR)
24SVE11 7910 109 |Note: Soil gas sample via 24CPT59 at 100 feet had 200 ug/L of GW in well 60 cfm at 100" 0.27 pound
':’(g:gso.n 18 September 1995. Well 245VE11 was constructed in 300 25 Nov 96 (1 996) Calculations in
1 day or 4 hours (25 Nov 96) 23 29 Apr 98 progress for 1998 tests
24 days (28 Apr - 21 May 98) 160 8 May 98
2 days (13 - 15 January 1999) 120 21 May 98
TOTAL: 26 days approximately 96 (83 duplicate) : 14 Jan 99
"24SVE11A 431073 Note: Soil gas sample via 24CPT59 at 52 feet had 461 ug/L of 0.14 26 Nov 96 27 cfm at 115"
TCE 18 September 1995Well 24SVE11A was constructed in
on 18 September 1995, 38 18 Jan 99 (1996)
1 day or 4 hours (26 Nov 96)
3 days (15 —- 18 January 1999)
" 245VP11 23.5t0 24 Note: Piezometer was constructed in 1995. Preliminary testing 6.6 11 Jan 99 Not measured
Piezometer (approximately) compieted January 1999.
" 24SVE12 34t074 Note: Well 24SVE12 was constructed in 1995. 330 30 Dec 97 Calculations in
1 day or 4 hours (30 Dec 97) 160 28 Jan 99 progress
6 days (26 January - 1 February 1999) 77 29 Jan 99
110 (100 duplicate) | 1 Feb 99
"'248VE13 | 7910 109 Note: Well 24SVE13 was constructed in 1995. Soil gas sample 4.1 (TCE) 27 Nov 96 Calculations in
via 24CPT41 at 92 feet had 192 ug/L of PCE on 1 September 120 (PCE 27 Nov 96 n
1995, = (I(’CE)) 2 Rov. 28 40 cf:r; g(t5 110 progress (PCE mass)
1 day or 4 hours (27 Nov 96) ( )
28 days (12 Nov - 17 Dec 98) 42 (PCE) 17 Dec 98
TOTAL: 29 days approximately 4.1 (TCE) 17 Dec 98
24SVP13 715t072 Note: Piezometer was constructed in 1995. Evaluation of Not measured Not measured
Piezometer (approximately) condition of piezometer is in progress.
24SVE14 | 7810 108 Note: Well 24SVE14 was constructed in 1995. 110 7 Nov 96 : 124 IWG applied | 120 cfm at 120" 0.2 pound
1 day or 4 hours (7 Nov 96) 760 21 Dec 98 at 24SVE14 (1996) (1996)
6 days (21 Dec - 28 Dec 98) 940 22 Dec 98 resulted in 0.7
65 days approximately (19 Jan - 26 Mar 99) 780 28 Dec 98 IWG at 24SVES
, ec (450 feet away)
420 (120 duplgcate) 20Jan 99 | gyring 1996 pilot
410 (140 duplicate) : 25 Jan 99 test
180 2 Feb 99
168 (172 duplicate) .| 16 Feb 99
110 26 Mar 99
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Table 1. (continued)
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Table 1 Page 5 of 6

Vapor Screened Approximate Date(s) of SVE Operations TCE Vapor Influent| Date(s) of {Comments Average Fiows TCE Soil Gas
Extraction Interval Concentrations | TCE Vapor (from various Removal Estimates
Well ID (Feet BGS) (ug/L) unless Analyses tests or from the
otherwise noted EDR)
24SVP14 49.5 to 50 Note: Piezometer was constructed in 1995. Preliminary testing 27 11 Jan 99
Piezometer (approximately) completed January 199:' e . 3 NPT
24S5VP14A 29.5t0 30 Note: Piezometer was constructed in 1995. Preliminary testing an
Piezometer (approximately) compieted January 1999.
"24SVP14S | 83.0t088.0 | Constructed 1 March 1999. One-half inch diameter 0.52 3 Mar 99
Piezometer PVC.
[P214S} . .
25 to 45 Note: Well 24SVE104B was constructed 16 Nov 1998. Located within 500 | ~200 cfm at ~20
24SVE1048 2 days (30 Nov 98 - 2 Dec 98) 1.3 (1.3 duplicate) ;| 1Dec98 | Ug/L TCEvapor | (22 cim at 92 IWG
1.8 2 Dec 98 | Cconcentration per EDR)
1.2 27 Jan 99 contour for shallow
- zone established
in 1995
T 70t0 95 Note: Well 24SVE107 was constructed 17 Nov 1998. ~40 cfm at ~100”
24SVE107 5 days (2 Dec - 7 Dec 98) 14 3 Dec 98 (22 cfm at 92 IWG
4.4 7 Dec 98 per EDR)
7.5 27 Jan 99
' Note: Well 24SVE161 was constructed 19 Nov 1998. GWin well ~50 cfm at ~95”
24SVE1ET | 701095 3 days {7 Dec 98 - 10 Dec 98) 82 7Dec98 | t(CLec $:-) sop| (228cim at47
ocated within
61 9 Dec 98 ug/L TCE vapor IWG per EDR)
concentration
contour for deep
zone established
in 1995
Note: Well 24SVE116 was constructed 16 Dec 1398. 130 17 Dec 98 ~75 cfm at ~80”
24SVE116 751095 4 days (17-21 Dec 98) approximately 82 21 Dec 98 (22 cfm at 92 IWG
65 27 Jan 99 per EDR)
54 1 75to 95 " Note: Well 24SVE54 was constructed 17 Dec 1998. 26 5 Jan 99 <30 ¢cfm at 1007
24SVES4 2 days (6 - 7 Jan 1999? 460 6 Jan 99 (22 cfm at 92 IWG
__days (2 February - ) Test in progress 400 (430 duplicate) 7 Jan 99 per EDR)
144 4 Feb 99
106 9 Feb 99
75 (65 duplicate) 24 Mar 99
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Table 1. {(continued)
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Vapor Screened Approximate Date(s) of SVE Operations TCE Vapor Influent| Date(s) of [Comments Average Flows TCE Soil Gas
Extraction Interval Concentrations | TCE Vapor (from various Removal Estimates
Well ID (Feet BGS) (ug/L) unless Analyses tests or from the
otherwise noted EDR)
245VP54N | 91.5t096.5 | Constructed 25 February 1999. One-half inch 0.5 1 Mar 99 Preliminary
Piezometer diameter PVC. Data
[PZ54-N]
24SVP54S | 83.5t088.5 | Constructed 26 February 1999. One-half inch 90 1 Mar 99 Preliminary i i
Piezometer diameter PVC. Data
[PZ54-S]
Central Wells 24SVES, 24SVEBA, 24SVES, 24SVE9A, 26 ;
System 24SVE10, 24SVE104B, 24SVE107, & 24SVE116 were 18 gg j:: gg Approx;rgfi:ely 700
Low-Flow cor ted to the C | System on 27 and 28 January
Test 1999 to test the Central System for.low-ﬂow operations
[ {~ 24-hour test duration).
NOTE: Data from the Groundwater Remediation
Pilot Test is presented for reference only (Source
of Information: Draft Groundwater Remediation
Pilot Test Report — Site 24 (Bechtel, December
1998).
24EX3 105-180 132-day vacuum-enhanced GW extraction pilot 39 15 May 98 . Near 24SVE10 Approxi
test (22 Oct 97 - 15 May 98) Range: ND to 148 rar?;e: 8?-31250 3::; ?:::: fe?r:g;ii
scfm
24EX4 104-190 19-day vacuum-enhanced GW extraction pilot 75 27 Jan 98 : Near 24SVE9 Approxi
_________ test (6 Jan 98 — 27 Jan 98) Range: 42 to 258 rangz;p ggg‘: tsecfm \fa'ggrp;:g:sr:;zei
24EX5 104-154 20-day vacuum-enhanced GW extraction pilot 38 21 Apr98 | Near 24SVE54 Approximate 1.04 pound of TCE
test {31 Mar 98 ~ 21 Apr 98} Range: ND to 118 range: 5 to 28 vabor mass removed
» scfm
24EX6 103-173 21-day vacuum-enhanced GW extraction pilot 26 29 Jun 98 | Near 24SVE2 Al i
test (2 Jun 98 - 29 Jun 98} Range: ND to 455 rangzogntitesg \lzéggrp;:ggsr:;ISeEd
scfm

Mass calculations are in progress for the rebound and initial testing operations.

The Draft Final Interim Record of Decision, Operable Unit 2A, Site 24 - VOC Source Area, Vadose Zone, Marine Corps Air
Station, El Toro (September 1997) states that approximately 870 pounds of TCE mass were removed during the SVE pilot test
activities conducted during 1996 and 1997.

Table 1 Page 6 of 6
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A i . LEGEND
o 24SVP54S : ' 24SVE6
24:\/}3145 24SVE14 A L ' ] % VAPOR EXTRACTION
24VETET ~.. . .| WELLS WITH CONCEN-
, S5 Q2ASVEN 3 . [| TRATIONS EQUAL TO
: ; 24SVES S0 OR LESS THAN THE
R S TARGET CLEANUP
24E>.<4 LEVELS ESTABUSHED

/- , IN THE INTERIM ROD

- {24SVEQ
" - | | % VAPOR EXTRACTION
; | WELLS BETWEEN

.| TARGET CLEANUP
A LEVEL AND 100 ug/L

24SVE2

4 VAPOR EXTRACTION
WELLS GREATER
THAN 100 ug/L

' |4 PIEZOMETER WELL

N
.’/<
GRAPHIC SCALE
1] "0 e 400
Eﬁﬂ
NOTES: O reemy
1. PRIMARY SOURCES OF INFORMATION ARE THE DRAFT FINAL ENGINEERING DESIGN
REPORT (BECHTEL, 1998), THE DRAFT GROUNDWATER REMEDIATION PILOT TEST
REPORT (BECHTEL, 1998), THE "DRAFT FINAL INTERIM RECORD OF DECISION, SOUTHWEST DIVISION

OPERABLE UNIT 2A, SITE 24-VOC SOURCE AREA, VADQOSE ZONE, MCAS EL TORO
(MCAS EL TORO, SEPTEMBER 1997), AND PRELIMINARY LABORATORY DATA PACKAGES

NAVAL FACILITIES ENGINEERING COMMAND

(IT/OHM, 1998—1999)".
2. GROUNDWATER EXTRACTION WELLS 24EX3, 24EX4, 24EXS AND 24EX6 ARE
PRESENTED ON THIS MAP BECAUSE THEY ARE LOCATED INSIDE OF THE 500

MCAS EL TORO, CA

MICROGRAM PER UTER CONTOUR FOR TCE (AS ESTABLISHED DURING THE REMEDIAL
INVESTIGATION OF 1995) AND BECAUSE VACUUM—ENHANCED GROUNDWATER
EXTRACTION UTILIZING A PORTABLE SOIL VAPOR EXTRACTION (SVE) TREATMENT
SYSTEM WAS CONDUCTED AT THESE WELLS DURING THE PILOT TESTS OF 1987 AND

TCE CONCENTRATIONS IN THE DEEP VADOSE
ZONE AS OF MARCH 1999
VADOSE ZONE REMEDIATION ~ IRP SITE 24

1998.

FILE NO. DATE

3. LOCATIONS OF WELLS AND SURFACE FEATURES ARE INTENDED FOR

ILLUSTRATION AND GENERAL USE ONLY. LOCATIONS OF WELLS ARE APPROXIMATE.

EXHIBIT 1
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Recent TCE and Freon 113 Vapor Concentrations During Rebound Tests at Well 24SVE14
IRP Site 24 - VOC Source Area, MCAS El Toro

Vapor

Concentration (ug/L)

l Test 1: 21-28 Dec 98

1000 - |940

900
800 -
700 4
600 -
500 -
400 -
300 -
200 -
100

0 |

780

Preliminary Data — For Discussion Only

Well 24SVE14

Constructed: 1995

Screened Interval:
78 to 108 feet

Test 2: (19 Jan — 26 Mar 99)

MTCE (ug/L)

420

31

410
l21

' OFreon 113
(ug/L)

22-Dec-1998

28-Dec-1998

20-Jon-1999

25-Jon-1999

-1999

02-Feb-199
16-Feb—-199
23-Feb

180 172 205
110
EEE

-Mar-1999

26
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Recent TCE and Freon 113 Vapor Concentrations During Rebound Tests at Well 24SVES4
IRP Site 24 - VOC Source Area, MCAS El Toro

Preliminary Data — For Discussion Only

Concentration Constructed 17 Dec 98
(ug/L) Screened Interval:
| Test 1: 5-7 Jan 99 J 75 to 95 feet
500 | 460 |
400 -
350 4 BTCE (ug/L)
300 Test 2: in progress (began 2 Feb 99)
OFreon 113
250 - | (uglL)
2007 144
150 - 119
87 106 75
100 4 61 63 25
1 26 30 24 29
oL IE- I—l
0 - T T T L) T L

05-Jon-1999
06-Jan-1999
07-Jan-1999
02-Feb-199

04-Feb~1999
09-Feb-1999
23-Feb-1999
24-Mar-199
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Recent TCE Vapor Concentrations at SVE Wells as of 31 March 1999
IRP Site 24 - VOC Source Area, MCAS El Toro

Building 297 Vicinity
TCE (ug/L)
350 320
300 A
250
200 4
150 4 130
110
100 4 75
50 32
8.7 7.5 4
0- ———
— o~ <€ o ~y <C <+ o «© <T ~ <t ~ -+ ~r <C < wy = ~y
= 2358238882882z Fggfoc
izﬁ:a@am:@:@ﬁmg@ggaag
Building 296 Vicinity
TCE (ug/L)
120 ~
100 - 96
80 -
60
40 -
20
0 4
5 5 8 35 £ 8 & 2 3 = = £ 2@ 3 ©° Zz o
Legend
24SVE1 Deep Vadose Zone Well Target Threshold Levels (Draft Final
24SVE2A Intermediate Depth Vadose Zone Well Interim ROD, September 1997)
24SVE104B Shallow Vadose Zone Well TCE 27 ugIL CcCla 61 Ug/L
g:g‘é:g S”'ﬁ"—é’"‘e;ef e Point (2103 samo . hghost TCE lovel shown) PCE 69ug/. 1,1 DCE 563 ug/L
Oll Gas sampie POoINt (2 to 3 samples per paint, highes! evel shown
At or below 27 ug/L TCE Freon 113 234,000 ug/L
28-100 ug/L TCE
Greater than 100 ug/L TCE
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Portable Soil Vapor Extraction (SVE) Treatment Unit
at Well 24SVE14
Installation Restoration Program (IRP) Site 24

Building 297, Marine Corps Air Station, El Toro
[Date of Photograph: February 1999]
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